MED-FXCFX-1013

IE g James Polyolefin Elastomer

Clear ~ Medical Tubing ¢ Colors ~ General Purpose Tubing
Flexelene™ FX & CFX

FX ~ ID tubing sizes CFX ~ OD tubing sizes
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Clear FX and CFX Tubing:

» USP Class VI, FDA compliant

* ISO 10993-4 « non-hemolytic, ISO 10993-5 ¢ non-cytotoxic
+ Ultra-low extractables / leachables

+ Sterilize with E-beam or gamma to 25kGy

Clear & Colored FX and CFX Tubing:

UV stable

Set-formable with engineered bends

» Temperature range: -40°C to +76 °C (-40 °F to +170 °F)

Flexible - Shore A 86

Contains no DEHP phthalates or plasticizers

REACH / RoHS compliant

: @) :

Ph. 970.667.2728 eldonjames.com « fax 970.667.3204




Flexelene FX

RoHS Compliant

Quality System Clear Tubing ~ USP Class VI
Tube Number IDdimB | OD dimA Wall Roll Size FXID Sizes
FX .5-1.5 N 1/32" 3/32" 1/32" 100 ft.
FX 1-2 N 116" 118" 132" 100 ft.
FX 1.5-2.5 N 3/32" 5/32" 1/32" 100 ft.
FX 2-3 N 1/8" 3/16" 132" 100 ft.
FX 3-4 N 3/16" 114" 132" 100 ft.
FX 3-5 N 3/16" 5/16" 116" 100 ft.
FX 4-6 N 1/4" 3/8" 116" 100 ft. ::JSSOP %3233\/4'
FX 5-7 N 5/16" 7/16" 1/16" 100 ft. 1SO 10993-5
FX 6-8 N 3/8" 112" 116" 100 ft.
Clear Flexelene™
FX and CFX
FX 8-12 N 112" 3/4" 1/8" 100 ft.
FX 10-14 N 5/g" 7/8" 1/8" 100 ft. on-hemolytic

FX 12-16 N 3/4" 1" 1/8" 100 ft.

FX 16-20 N 1" 11/4" 1/8" 100 ft.

Flexelene CFX

Clear Tubing ~ USP Class VI

Tube Number OD dim A ID dim B Wall Roll Size

CFX 2.5MM-4MM

CFX OD Sizes

CFX 4MM-6MM 6 mm 4 mm 1/25" 100 ft.
CFX 170-4 N 1/4" 170" 1/25" 100 ft.
CFX 3-5N 5/16" 187" 1/16" 100 ft.
CFX 5-7 N 7/16" .323" 1/16" 100 ft.
CFX 8-10 N 5/8" .510" 1/16" 100 ft.

blue black orange | violet | green Standard FX & CFX tublng colors

]

Note: Colored tubing has not been tested to

USP Class VI requirements.

Color sizes not shown in the grid are avail-

able as special order items - Please call for

minimum order quantities.




